


Types:
Designed for vertical 
handling of bulk materials:

Designed for horizontal, 
inclined and vertical handling 
of bulk materials:

• High speed - Chain
 o With chain strands and shackles for connecting buckets
 o Centrifugal discharge
 o Materials: limestone, lime, MgO, green briquette, gypsum
• High speed - Belt  
 o With rubber belt for connecting buckets
 o Centrifugal discharge
 o Materials: urea, cement, sand, sulphur, raw meal, abrasive 
   materials
• Low speed - Chain  
 o With chain strands and shackles for connecting buckets
 o Gravity discharge
 o Materials: MgO, sinter, lime, calcium oxide (large size)

 o Advantages: high reliability, long service life, low operational
   cost, low energy consumption

Machines can be customized to meet Client specific requirements
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• Continuous S system (Flexowell type)
 o Belt composed by cross-rigid base, corrugated sidewalls, 
  transverse cleats
 o Materials: coal, ore, rock, sand, fertilizers, alumina, DRI,
  dolomite, calcium carbonate
 o Advantages: reduced number of transfer points, 
  long service life, quiet running, reduced maintenance,  
  environmentally friendly
• Continuous bucket elevator / conveyor
 o Plastic bucket belt with toothed rubber chain 
 o Materials: abrasive coarse material, sulphur, foodstuff, 
  additives, rubber
 o Advantages: high reliability, long service life, low operational 
  cost, low energy consumption

Options: • Suitable for low or high temperature
• Construction for Hazardous Areas (ATEX)
• Material: stainless steel the operations

Fields of applications: • Fertilizer Industries
• Steel Industries
• Cement Factories
• Silo feeding
• Chemical Industries
• Power stations


